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ANNEX | TO CERTIFICATE OF CONFORMITY OF CONSTANCY OF PERFORMANCE

1922 - CPR - 1223/11.07.2019

EN 54-2:1997, EN 54-2:1997/A1:2006, EN 54-2:1997/AC:1999
Essential Characteristics Performance Clause
Performance under fire conditions
- General requirements Pass 4
- General requirements for indications Pass 5
- The fire alarm condition Pass 7
Response delay {response time to fire)
- Reception and processing of fire signals Pass 7
- Output of the fire alarm condition Pass 7.7
- Delay to outputs Pass 7.11
- Dependencies on more than one alarm signal Pass 7.12
Operational reliability
- General requirements Pass 4
- General requirements for indications Pass 5
- The quiescent condition Pass 6
- The fire alarm condition Pass 7
- Fault warning condition Pass 8
- Disabled condition Pass 9
- Test condition Pass 10
- Standardized input/output interface Pass 11
- Design requirements Pass 12
- Additional design requirements for software controlled control Pass 13
and indicating equipment
- Marking Pass 14
Durability of operational reliability, temperature resistance
- Cold (operational) Pass 15.4
Durability of operational reliability, vibration resistance
- Impact (operational) Pass 15.6
- Vibration, sinusoidal (operational) Pass 15.7
- Vibration, sinusoidal (endurance) Pass 15.15
Durability of operational reliability, electrical stability
- Electromagnetic compatibility (EMC), immunity tests Pass 15.8
(operational)
- Supply voltage variations Pass 15.13
Durability of operational reliability, humidity resistance
- Damp heat, steady state (operational) Pass 15.5
- Damp heat, steady state (endurance) Pass 15.14
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